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serious about sound



Because it’s not just what we do, it’s the way we do it.
All ACS products are made using medical-grade silicone. It’s not the easiest material in the world to work with and sometimes this means going that extra mile to get 
the finished product just right but nobody ever built anything great easily. We believe that using silicone gives you the best fit, the highest level of comfort and, most 
importantly, the best sound and it’s not just us that think so. Our musicians hearing protectors have been independantly tested to conform to European standards for 
noise exposure and these results show them to have the flattest response of any musicians’ hearing protector worldwide which is why so many musicians make sure that 
they ask for ACS to be sure that they’re getting the best possible result from the best possible filter.

Because innovation is not just another blade in your razor.
Nobody ever actually asked for a five bladed razor. The belief that bigger is better combined with a relentless focus on what’s considered to be a headline feature 
can sometimes actually result in a complete lack of ingenuity. ACS innovate in all areas of product design to make sure that what we produce is as good as it can be 
from top to toe. When we improve our monitor range we don’t just add another driver and call it ground breaking we look at the build, the wiring, the cross-over 
components, the cable, the plug, the joints, the finish and even the case we send them in so that every aspect of our product is delivering what we want it to. Without 
adding a single driver to our range we’ve improved the sound by adjusting the cross-over builds and wiring, improved the strength by adding Kevlar reinforcement to 
our cables with improved Y-joints and fortified gold-plated connectors, improved the listening experience by adding a sheath to the cable that prevents friction noise 
being transferred to the earpiece and improved the fit by modifying our moulding and lacquering techniques. It’s this continuous improvement that we believe gives you 
the best in-ear monitor in the world rather than just adding yet another speaker.

Because you know exactly who you’re dealing with.
ACS is based in Banbury in Oxfordshire where we hand-make all of our products from start to finish. If you have any questions about your order, our production or 
our products you can call or visit us or one of our dealers to get detailed advice about your order. When you order an ACS product you can be sure of the quality 
and service that you’ll receive because you know exactly who’s making it and where. We don’t send anything off to any other lab, it’s all made right here in Banbury 
which not only gives you the best delivery time but also keeps your product’s carbon footprint down, allows you to actually speak to the people making your product if 
necessary and gives our customer service team direct access to everything that’s happening with your order so to be sure your products don’t rack up the miles as well 
as the hours, just ask for ACS.

serious about sound

Why choose ACS?



The T1 Live! brings over 2 years of research and development 
together as the most feature-rich custom in-ear monitor available. 
With the introduction of a new integrated crossover and a 
proprietary replaceable cable system the T1 Live! offers an 
enviable feature set brought about with meticulous attention to 
detail and design. Its triple driver configuration brings you broad 
and rich sound combined with the impeccable fit and comfort 
created by the discreet soft silicone mould resulting in an in-ear 
monitor that feels and sounds completely natural allowing you to 
control your sound and focus on your performance.

ACS T1™ Live! Triple Driver IEM

SRP £699

Frequency Response 16Hz ~ 20kHz

Impedance 40 Ohms

Isolation 27 dB

500 Hz Sensitivity 119dB/0.1v RMS (118dB/mW)

Weight 24g Net | 243g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Full Concha

Standard Colour Clear

Included Accessories Instruction Leaflet, Step-Up Adaptor, Wax Pick, 
Comfort Cream, Carry Pouch, Flight Case, Cable

Optional Accessories Extension Cable 

Package Dimensions 147mm x 50mm x 100mm

Warranty Period 1 Year against manufacturing and component failure

Download the full spec sheet

http://www.acscustom.com/download/T1Live/ACST1Live.pdf


The T2 Live! brings over 2 years of research and development 
together representing a new standard in dual driver in-ear 
monitoring. With the introduction of a new integrated crossover 
and a proprietary replaceable cable system the T2 Live! offers an 
enviable feature set brought about with meticulous attention to 
detail and design. Its all-new dual driver configuration creates 
a fresh paradigm for sound in its class combined with the 
impeccable fit and comfort created by the discreet soft silicone 
mould, the result is an in-ear monitor that gives you impeccable 
clarity and comfort offering you complete control of your 
personal sound environment.

ACS T2™ Live! Dual Driver IEM

SRP £579

Frequency Response 16Hz ~ 20kHz

Impedance 29 Ohms

Isolation 27 dB

500 Hz Sensitivity 111dB/0.1v RMS (112.5dB/mW)

Weight 24g Net | 243g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Full Concha

Standard Colour Clear

Included Accessories Instruction Leaflet, Step-Up Adaptor, Wax Pick, 
Comfort Cream, Carry Pouch, Flight Case, Cable

Optional Accessories Extension Cable

Package Dimensions 147mm x 50mm x 100mm

Warranty Period 1 Year against manufacturing and component failure

Download the full spec sheet

http://www.acscustom.com/download/T2Live/ACST2Live.pdf


Completely redesigned from the ground up the T1 offers the 
very best in range, clarity and depth of sound with its three 
independant drivers working in harmony to give optimum 
detail at every frequency whilst maintaining a broad and rich 
soundstage. The treble and mid-range drivers offer a clear and 
nimble reproduction from a combined compact unit leaving 
ample space for the large bass driver producing deep and smooth 
tones resulting in a sound way beyond its compact dimensions. 
Each of the sound channels is further defined using specially 
selected acoustic filters creating the T1’s unique and polished 
sound signature.

ACS T1™ Classic Triple Driver IEM

Frequency Response 16Hz ~ 20kHz

Impedance 17 Ohms

Isolation 27 dB

1KHz Sensitivity 112 dB @ 0.1 V

Weight 24g Net | 243g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Full Concha

Standard Colour Clear

Included Accessories Instruction Leaflet, Step-Up Adaptor, Wax Pick, 
Comfort Cream, Carry Pouch, Flight Case

Optional Accessories Extension Cable

Package Dimensions 147mm x 50mm x 100mm

Warranty Period 1 Year against manufacturing and component failure

SRP £649

Download the full spec sheet

http://www.acscustom.com/download/T1/ACST1.pdf


Frequency Response 16Hz ~ 20kHz

Impedance 26 Ohms

Isolation 27dB

1KHz Sensitivity 98 dB @ 0.1 V

Weight 22g Net | 241g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Full Concha

Standard Colour Clear

Included Accessories Instruction Leaflet, Step-Up Adaptor, Wax Pick, 
Comfort Cream, Carry Pouch, Flight Case

Optional Accessories Extension Cable

Package Dimensions 147mm x 50mm x 100mm

Warranty Period 1 Year against manufacturing and component failure

The most widely adopted monitor in our range and a firm 
favourite amongst performing musicians and audiophiles the 
world over, the T2 provides dynamic range and power to do 
your music justice. The T2 contains a large bass driver for deep 
and mellow lows and a mid to high range driver that brings all 
the top end to life. With each monitor being hand-crafted from 
soft silicone it not only flexes with your ear canal to maintain a 
perfect fit but quickly warms for unbeatable comfort and isolation 
so you get all of the depth and clarity from your music without 
interference from outside noise.

ACS T2™ Classic Dual Driver IEM

SRP £499

Download the full spec sheet

http://www.acscustom.com/download/T2/ACST2.pdf


Frequency Response 16Hz ~ 20kHz

Impedance 16 Ohms

Isolation 27 dB

1KHz Sensitivity 102 dB @ 0.1 V

Weight 13g Net | 232g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, Carry 
Pouch, Flight Case

Optional Accessories Extension Cable

Package Dimensions 147mm x 50mm x 100mm

Warranty Period 1 Year against manufacturing and component failure

The latest revision of the T3 has one of the smallest but most 
dynamically powerful and accurate drivers ever developed, 
enabling this small and lightweight monitor to deliver an 
enormous range with stunning clarity. For anyone requiring a 
diminutive and discreet in-ear monitor the T3 provides the perfect 
solution with a lightweight and comfortable canal-mould housing 
a single tiny driver. Manufactured from soft silicone, the T3 offers 
comfort and isolation like no other canal-moulded monitor with 
up to 27dB of outside noise eliminated and a flexible shell that 
moves with the shape of your ear canal so you get a perfect fit all 
the time.

ACS T3™ Classic Single Driver IEM

SRP £249

Download the full spec sheet

http://www.acscustom.com/download/T3/ACST3.pdf


Frequency Response 16Hz ~ 20kHz

Impedance 41.5 Ohms

Isolation 26 dB with Universal Tips

1KHz Sensitivity 103 dB @ 0.1 V

Weight 11g Net | 890g Gross

Build Material Rigid Shell

Mould Type Universal Fit

Standard Colour Black

Included Accessories Instruction Leaflet, Rigid Carry Pouch, Selection 
of Tips

Optional Accessories Custom-Fit Earmoulds

Package Dimensions 140mm x 70mm x 40mm

Warranty Period 1 Year against manufacturing and component 
failure

The T15 offers complete versatility as well as incredible sound. 
This single driver monitor gives remarkable accuracy with smooth 
bass response and sparkling highs. The T15 is ready to use straight 
from the box and comes with its own carry-case and a selection 
of interchangeable tips that can be used to get the best fit for 
your ear so you can enjoy crisp and clear monitoring with or 
without custom-fit moulds. The T15 can also be used with both 
ER and PRO series compatible moulds for a complete custom-
fit solution that can be chopped and changed with your existing 
hearing protection so you get the best of both worlds with custom 
monitoring and hearing protection.

ACS T15™ Universal In-Ear Monitor

SRP £149.00

Download the full spec sheet

http://www.acscustom.com/download/T15/ACST15.pdf


Custom-fit earphone sleeves give you isolation and comfort 
like you’ve never experienced it before. Made to fit both your 
earphone and your ear perfectly, ACS custom sleeves give you 
impeccable isolation so you can listen at lower volumes and with 
greater clarity. Sleeves are made from soft, medical grade silicone 
giving you an incredible fit without fatigue even when worn for 
extended periods so you can enjoy your music with the greatest 
comfort and in-ear headphone can give. Ideal for audiophiles and 
active users, custom sleeves are easily fitted by simply removing 
the standard tips supplied with the earphone and pressing the 
custom sleeves in their place.

Custom-Fit Earphone Sleeves

SRP £90.00

Etymotic Research hf2, hf3, hf5, mc3, mc5, ER4, ER-6i, 
etyBLU2, etyCOM

Shure SCL2, SCL3, SCL4, SCL5, SE110, 
SE115, SE115-CL, SE115M, SE115M+, 
SE210,SE215,  SE310, SE315, SE420, 
SE425, SE530, SE535

Klipsch X10, X10i, X5, S5i, S4i, S4, S3, S2m, S2
ACS T15
Sennheiser IE6, IE7, IE8, CX300, CX299
Ultimate Ears Triple-Fi 10, Super-Fi 5, Super-Fi 5Vi, 

UE700

Compatible with

ACS Custom fit earphone sleeves are available in any colour from 
our standard colour chart with the exclusion of swirls.

Please ensure that the make and model of the earphone you 
require the sleeves for is clearly stated when placing your order.

Custom fit earphone sleeves are only warranted to work with the 
earphone for which they are manufactured.

We regret that we are unable to produce sleeves for earphones 
that are not on our compatibility list.

Please note



SNR (Single Number Rating) 15dB

High Spectrum Average Attenuation 14dB

Mid Spectrum Average Attenuation 13dB

Low Spectrum Average Attenuation 12dB

Weight 3g Net | 83g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

The PRO-15 by ACS provides more subtle attenuation that’s 
perfect for use in acoustic or orchestral environments sloping up 
in the higher frequencies for protection against heavily played 
wind instruments. The vented design offers reduced occlusion 
which makes communication and vocal performances sound 
more natural resulting in a plug that is more transparent to 
the wearer. The complete plug, custom made in soft silicone 
offers one of the most comfortable hearing protection solutions 
for unplugged musicians with the additional benefit of water 
resistance for increased longevity. The PRO-15 represents the next 
generation of musicians hearing protection.

ACS PRO-15 Hearing Protector

SRP £139
Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/PRO-15/ACSPRO15.pdf


SNR (Single Number Rating) 17dB

High Spectrum Average Attenuation 16dB

Mid Spectrum Average Attenuation 16dB

Low Spectrum Average Attenuation 16dB

Weight 3g Net | 83g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

The PRO-17 is the flattest response filter in the PRO range. 
Designed specifically for musicians and vocal performers, the 
PRO-17 gives one of the most accurate responses of any hearing 
protector with flat 17dB protection across the board. Keeping 
all frequencies in check relative to one another means you get 
to hear the music just as it should sound but 17dB quieter with 
no loss of high or low frequencies. Not only does the PRO-17 
provide a balanced reproduction but, for vocal performers, its 
vented design reduces occlusion giving your voice a more natural 
sound making the hearing protector more transparent so you can 
concentrate on your performance.

ACS PRO-17 Hearing Protector

SRP £139
Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/PRO-17/ACSPRO-17.pdf


SNR (Single Number Rating) 20dB

High Spectrum Average Attenuation 21dB

Mid Spectrum Average Attenuation 18dB

Low Spectrum Average Attenuation 17dB

Weight 3g Net | 83g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

The PRO-20 filter provides attenuation specifically designed for 
high noise situations where there is an emphasis on higher pitch 
frequencies. For motor sport the PRO-20 provides protection 
against wind, road and engine noise whilst allowing the wearer 
to maintain situation awareness, hear the note of the engine 
and communicate clearly when stationary. Designed from the 
ground up for motorsport and industry the PRO-20 is the ideal 
filter for demanding environments. The PRO filter also provides 
water resistance so it will carry on performing in the hot or 
humid conditions of a crash helmet or demanding industrial 
environments with no detriment to the attenuation.

ACS PRO-20 Hearing Protector

SRP £139

Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/PRO-20/ACSPRO-20.pdf


SNR (Single Number Rating) 27dB

High Spectrum Average Attenuation 27dB

Mid Spectrum Average Attenuation 24dB

Low Spectrum Average Attenuation 23dB

Weight 3g Net | 83g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

The PRO-27 filter provides attenuation specifically designed 
for very high noise situations where audible speech is still a 
requirement.  Offering around 23dB isolation through the mid-
range the PRO-27 peaks at nearly 35dB in the high frequencies 
offering exceptional isolation from dangerously loud high 
frequencies experienced in the pit lane, on a race bike or close-
up to industrial machinery and tools. The PRO-27 is vented so 
that your own voice sounds more natural when speaking and 
is splash-proof making it ideal for use in the most demanding 
of environments. NOTE : The PRO-27 filter and plug are not 
interchangeable with others in the PRO range.

ACS PRO-27 Hearing Protector

SRP £139

Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/PRO-27/ACSPRO-27.pdf


SNR (Single Number Rating) 27dB

High Spectrum Average Attenuation 26dB

Mid Spectrum Average Attenuation 24dB

Low Spectrum Average Attenuation 23dB

Frequency Response 16Hz ~ 20kHz

1kHz Sensitivity 102dB @ 0.1v

Optional Accessories Extension Cable

Weight 14g Net | 94g Gross | Variable by ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

The PRO-27 Communicator gives you the best of both worlds 
whether you’re working in the pit lane or just riding for pleasure 
with our acclaimed high fidelity audio drivers and our most 
robust PRO series hearing protector. The PRO-27 Communicator 
brings you all the benefits of our PRO-27 ear plug so you can 
work and play safely in extremely loud environments. We then  
combine this with the same technology we use in our celebrated 
T3 in-ear monitor, so you get incredibly clear and responsive 
audio that’s great for both communications and listening to music. 
The PRO-27 Communicator keeps you protected whilst still 
allowing you to converse with those around you.

ACS PRO-27 Communicator

SRP £299

Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/PRO-27Communicator/ACSPRO-27Communicator.pdf


SNR (Single Number Rating) 10B

High Spectrum Average Attenuation 8dB

Mid Spectrum Average Attenuation 9dB

Low Spectrum Average Attenuation 9dB

Weight 4g Net | 84g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By ACS ER9 does not meet the minimum 
requirements of EN352-2

Providing perfectly balanced protection for unplugged musicians, 
the ER9 gives you just the protection you need whilst keeping 
you close enough to the music to perform. With a legacy of the 
highest fidelity protection for musicians worldwide the ER Series 
has a reputation for accuracy and the ER9 is no exception. Tailor 
made and custom fitted, the ER9 lets you hear exactly what you 
need to during your performance with a steadfast seal that can 
flex with your ear canal so you get complete comfort to perform 
for as long as you need to with no risk of the earplug moving or 
causing any fatigue to your ear.

ACS ER9 Hearing Protector

SRP £164.50 Download the full spec sheet

http://www.acscustom.com/download/ER/ACSER9.pdf


SNR (Single Number Rating) 15dB

High Spectrum Average Attenuation 13dB

Mid Spectrum Average Attenuation 13dB

Low Spectrum Average Attenuation 13dB

Weight 4g Net | 84g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

Providing perfectly balanced protection for amplified performers, 
the ER15 is used the world over by musicians, vocalists and 
music-lovers alike. It’s level 15dB protection allows amplified 
performers to play for extended periods in safety and its natural 
sound means that all of the detail and clarity of the music is 
retained. Because the ACS ER15 is custom made from soft silicone 
it also gives the wearer an unprecedented level of comfort 
allowing extended usage times with no fatigue and its flexibility 
allows a consistent seal with the canal during vocal performances 
for optimum protection at all times.

ACS ER15 Hearing Protector

SRP £164.50

Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/ER/ACSER15.pdf


SNR (Single Number Rating) 22dB

High Spectrum Average Attenuation 21dB

Mid Spectrum Average Attenuation 20dB

Low Spectrum Average Attenuation 21dB

Weight 4g Net | 84g Gross | Average weight will vary 
according to ear size

Build Material 40 Shore Medical Grade Silicone

Mould Type Canal Mould

Standard Colour Clear

Included Accessories Instruction Leaflet, Wax Pick, Comfort Cream, 
Carry Pouch

Optional Accessories None

Package Dimensions 170mm x 125mm x 28mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By BSI Product Services (0086), Maylands Avenue
Hemel Hempstead, Herts, HP2 4SQ

The strongest filter in the ER range, the ER25 provides a safe 
environment for those working as festival sound levels or up close 
with drums. Despite its strong-arm capability the ER25 provides 
perfectly tuned attenuation. With a legacy of the highest fidelity 
protection for musicians worldwide the ER Series has a reputation 
for accuracy and the ER25 is no exception. Tailor made and 
custom fitted, the ER25 lets you hear exactly what you need to 
during your performance with a steadfast seal that can flex with 
your ear canal so you get complete comfort to perform for as long 
as you need to with no risk of the earplug moving or causing any 
fatigue to your ear.

ACS ER25 Hearing Protector

SRP £164.50

Certified to EN352-2

Download the full spec sheet

http://www.acscustom.com/download/ER/ACSER25.pdf


Protecting your hearing and enjoying your music needn’t be the 
preserve of those with a budget for custom-fit earpieces. The ER20 
provides a cost effective and ready to use solution for gig-goers 
and performing musicians alike to protect you from long term 
hearing damage as well as a ‘sonic hangover’. The ER20 provides 
level attenuation across the frequency spectrum so you can 
hear all the detail and flavour of your music but at a lower, safer 
volume knocking off an average of 18dB. The flanged silicone 
tip provides a great seal for a range of ear sizes and is a snap to 
fit and remove so you can be protected straight from the box. 
Available in two sizes: Frost - for small to medium and White - for 
medium to large ears.

ER20 Universal Hearing Protection

SRP £13.95

Certified to EN352-2

SNR (Single Number Rating) 18dB

High Spectrum Average Attenuation 17dB

Mid Spectrum Average Attenuation 16dB

Low Spectrum Average Attenuation 14dB

Weight 2g Net | 36g Gross

Build Material Silicone tip with plastic body

Mould Type Universal fit

Standard Colour White tip (smaller frost tip variant available)

Included Accessories Instruction Leaflet, Carry Case, Neck Cord

Optional Accessories None

Package Dimensions 162mm x 111mm x 25mm

Warranty Period 1 Year against manufacturing and component 
failure

Attenuation Determined By CIOP-PIB, No 1437, Warsaw, Poland

Download the full spec sheet

http://www.acscustom.com/download/ER20/ACSER20.pdf


Cord (PRO Series Only) - A neck cord for extra security - £10.00

Grips (PRO Series Only) - To aid removal

Extraction hoops - To aid removal - £10.00

Tracer Balls - For easy finding in hygenic environments - £5.00

Blanks - Solid replacement filters for extra protection - £10.00

Laser Etching - Up to 10 characters - £15.00

Colour - Any colour from our standard colour chart - £10.00

Ear Plug Options

Solid Colours

White Black Blue Red

Pink Orange Green Purple

Beige Turquoise

Fluorescents

Yellow

Pink Blue YellowRed

Green

Swirls

Blue/
Yellow

Orange/
Yellow

Swirls shown are as 
examples only. 

Swirls can be produced 
from any combination 

of colours on this chart.

Clear
NOT AVAILABLE FOR

EARPHONE SLEEVES

New - Translucent Smoke Grey

Colours

Black or Translucent cable option

Laser Etching - Up to 10 characters inside

Laser Etching - Single colour logos to the mould exterior

Extension cable - For longer reach applications - £10.00

Top or bottom exit cable option

Classic Series IEM Options

T1 with multi-colour swirl effect, 4 character helix lasering and single colour external logo



Replacement PRO Filters - £52.00

Replacement ER Filters - £76.50

Solid filters for maximum attenuation - £10.00

Comfort Cream - £3.00

Wax Loop - £0.90

Black Zip Carry Pouch - £3.00

Accessories for Ear Plugs

Please state model
when ordering

Extra or Replacement PRO Filters

Replacement Custom Carry Case
Please state your name and serial number when
ordering to have them applied
to your case

£14.50

Black Zip Carry Pouch - £3.00

Comfort Cream - £3.00

Wax Loop - £0.90

3.5mm to 6.35mm Headphone Step Up Adaptor - £5

Replacement Personalised Carry Case - £14.50

Live! Series Replacement Cable - £29.99

Accessories for In-Ear Monitors

£52.00



Contacting Us ACS Ltd.
Unit 22-23 Beaumont Close

Banbury
Oxfordshire
OX16 1TG

info@acscustom.com
www.acscustom.com

01295 266665

Opening hours : 9am to 5.30pm Monday to Friday

Terms and conditions of sale, warranty and returns policy and 
order forms are all available on request or on line.

Sales Manager  - Adam Rhodes
adam@acscustom.com

Customer Services
customerservices@acscustom.com

Orders
orders@acscustom.com

Accounts
accounts@acscustom.com


